UG12 Paper Disc -
Provides Finer Finish!

Aluminum Oxide, “A” Weight Paper Backing, Open Coat

= THE PASCO ADVANTAGE:
Made with a strong .0005 Mylar film for superior edge tear resistance.

m Sharp, durable premium heat treated aluminum oxide grain on a “A” weight
backing with a full phenolic resin band system and non-loading zinc stereate
treatment. 80 grit uses latex “B” weight paper.

UB12 DOR
m Faster rate of cut and longer life versus competitive "A" weight disc products.
m Exclusive PASCO disc to compete against 3M 216U disc at a lower price.
8" U612 DWT & DOR PSA 8" U612 VELCRO®
i MASTER Ue £ MASTER
GRIT DOR DINT BM/RL  PACK GRIT UELCRO® BOX PACK
P80 50660 50690 100 800 P80 50825 100 800
P100 50691 100 800 P100 50826 100 800
P120 50662 50692 100 800 P120 50827 100 800
P150 50663 50693 100 800 P150 50828 100 800
P180 50664 50694 100 800 P180 50829 100 800
p220 50665 50695 100 800 p220 50830 100 800
P320 50833 100 800
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Gold with No Mylar Paper Disc AR :

Aluminum Oxide, “C” Weight Paper Backing, Open Coat
| ] Heavy dUty ‘c Weight paper. Will outperform spEclnl AI.“MIN“M ume
competitor Gold C-weight discs.

m Stearated paper with heat treated aluminum oxide
grain and a full phenolic bond system provides
uniform scratch pattern.

m Open coat disc delivers fast cut and
exceptionally long life.

DWT = Disc with Tab

GOLD w/NO MYLAR

5" Gold with No Mylar DWT & DOR PSA 6" Gold with No Mylar DWT PSA
UPC # MASTER UPC # MASTER

GRIT oWt BA/RL  PACK GRIT oWt BA/RL  PACK
P8O 50391 100 800 P8O 50406 100 800
P100 50392 100 800 P100 50407 100 800
P120 50393 100 800 P120 50408 100 800
P150 50394 100 800 P150 50409 100 800
P180 50395 100 800 P180 50410 100 800
P220 50396 100 800 P220 50411 100 800
P320 50399 100 800 P320 50414 100 800
P400 50400 100 800 .

8 Rolls / Boxes Per Case = 800 Discs e

per Master Pack o gl

UPC #s shown are standard stocking items in Niles, IL and Buena Park, CA.

Other sizes, grits and special-make sanding discs are available. Contact customer service for minimum order requirements and lead time.

Samples Available for Testing - Contact CGW for_' Details
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