
11/2" Diameter 25,000 R.P.M.
UPC# SPEC. CARTON QTY

59717 24G 100
59560 36G 100
59561 40G 100
59562 50G 100
59563 60G 100
59564 80G 100

2" Diameter 25,000 R.P.M.
UPC# SPEC. CARTON QTY

59718 24G 50
59565 36G 50
59566 40G 50
59567 50G 50
59568 60G 50
59569 80G 50

3" Diameter 20,000 R.P.M.
UPC# SPEC. CARTON QTY

59719 24G 25
59570 36G 25
59571 40G 25
59572 50G 25
59573 60G 25
59574 80G 25

4" Diameter 12,000 R.P.M.
UPC# SPEC. CARTON QTY

59720 24G 25
59575 36G 25
59576 40G 25
59577 50G 25
59578 60G 25
59579 80G 25

Roll On

11/2" Diameter 25,000 R.P.M.
UPC# SPEC. CARTON QTY

59512 24G 100
59513 36G 100
59514 40G 100
59515 50G 100
59516 60G 100
59517 80G 100
59518 100G 100
59519 120G 100

2" Diameter 25,000 R.P.M.
UPC# SPEC. CARTON QTY

59524 24G 50
59525 36G 50
59526 40G 50
59527 50G 50
59528 60G 50
59529 80G 50
59530 100G 50
59531 120G 50
59534 240G 50

3" Diameter 20,000 R.P.M.
UPC# SPEC. CARTON QTY

59536 24G 25
59537 36G 25
59538 40G 25
59539 50G 25
59540 60G 25
59541 80G 25
59542 100G 25
59543 120G 25

4" Diameter 12,000 R.P.M.
UPC# SPEC. CARTON QTY

59548 24G 25
59549 36G 25
59550 40G 25
59551 50G 25
59552 60G 25
59553 80G 25
59554 100G 25
59555 120G 25

Roll On

1-1/2 –  4" Quick Change Discs 
Aluminum Oxide, Roll On
�� Aluminum oxide for long working life.
�� Strong 2-ply design for flat or contoured work. Easy roll-on attachment.
��  Uses USA Developed, Automated Spin-Weld Attachment Process for Fast and Secure Fastening.

1-1/2 – 4" Quick Change Discs 
Zirconia AO, Roll On
�� Zirconia aluminum oxide for faster cutting and long working life.
�� Strong 2-ply design for flat or contoured work. Easy roll-on attachment.
�� Uses USA Developed, Automated Spin-Weld Attachment Process for Fast and Secure Fastening.
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