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9" x 11" Sanding Sheets – Aluminum Oxide ALUMINUM OXIDE

GRIT UPC# SLEEVE WEIGHT PACK

400 44836 100 A 1

320 44837 100 A 1
280 44838 100 A 1

240 919540 100 A 1

220 44839 100 A 1

180 919560 100 A 1
150 44840 100 A 1
120 44841 100 A 1
100 44842 100 A 1

GRIT UPC# SLEEVE WEIGHT PACK

320 919370* 100 A 1
240 919380* 100 A 1
220 44881 100 A 1
180 44882 100 A 1
150 44883 100 A 1

120 44884 100 A 1

100 44885 100 A 1
 80 44886 50 D 1
 60 44887 50 D 1
 50 44888 50 D 1

GRIT UPC# SLEEVE WEIGHT PACK

320 44829* 100 B 1
220 44830* 100 B 1
180 44831* 100 B 1

150 44832* 100 B 1

120 44833* 100 B 1
100 44834* 100 B 1
 80 44835* 50 B 1

GRIT UPC# SLEEVE WEIGHT PACK

400 44917 50 J 1
320 44919 50 J 1
240 44921 50 J 1
220 44922 50 J 1
180 44923 50 J 1
150 44860 50 J 1
 120 44924 50 J 1
100 44861 50 J 1
 80 44862 50 J 1
 60 44925 25 J 1

�� Used extensively for metal 
working and maintenance 
departments.

DAF Cloth  
Sheets
Aluminum Oxide,  
“J” Weight,  
Closed Coat

* While supplies last

* While supplies last

�� Aluminum oxide grain treated  
with zinc stearate for non-loading  
lubricating effect. The best finishing 
sheet in the industry.

CSA Stearated  
Paper Sheets
Aluminum Oxide,  
“A” Weight,  
Open Coat, Stearated 

Hand Applications

Cabinet &  
Finishing  
Paper Sheets
Aluminum Oxide,  
“A” & “D” Weight,  
Open Coat 

�� Aluminum oxide grain treated with a film of zinc stearate 
for lubricating effect. Compare to Norton A275 & 
Carborundum Premier. For sanding metal or wood.

Champ™  
Paper Sheets
Aluminum Oxide,  
“B” Weight,  
Open Coat, Stearated

�� Aluminum oxide grain coated on “D” weight paper 
for “Cabinet Paper” and on “A” weight paper for 
“Finishing Paper”. 

Samples Available for Testing – Contact CGW for Details64


