ROLLISESIMANDRELS

Full Taper Cartridge Rolls

Aluminum Oxide, “X” Weight, Closed Coat o

m Tightly wound abrasive material wears away exposing .
new layers of material. For grinding, deburring,

blending, polishing and finishing. .
ALUMINUM OXIDE
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CRT USE WITH CRT USE WITH
GRIT UPC # PASCO # ary MANDREL GRIT UPC # PASCO # ary MANDREL
Diameter x Length x Hole (Inch) Diameter x Length x Hole (Inch)
3/8x1x1/8 23,000 RPM 172 x 1-1/2 x 1/8 23,000 RPM
60 44694 686749 100 44760 60 44706 686869 100 44761
80 44695 686748 100 44760 80 441707 686868 100 44761
120 44696 686746 100 44760 120 44708 686866 100 44761
180 44697 686744 100 44760 180 44709 686864 100 44761
240 44698 686742 100 44760
5/8 x 1-1/2 x 1/8 18,000 RPM
3/8 x 1-1/2 x 1/8 23,000 RPM 60 44710 100 44761
60 44699 686769 100 44761 80 44711 100 44761
80 44700 686768 100 44761 120 44712 100 44761
120 44701 686766 100 44761
180 44702 686764 100 44761 3/4 x 1-1/2 x 1/8 18,000 RPM
60 44713 100 44761
172 x 1 x 1/8 23,000 RPM 80 44714 100 44781
60 44703 686849 100 44760 120 44715 100 44761
80 44704 686848 100 44760
120 44705 686846 100 44760 & J_
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Mandrel - Cartridge Rolls*

PILOT PILOT SHANK SHANK PILOT PILOT SHANK SHANK

STYLE#  UPC# DIA. LENGTH DIA. LENGTH STYLE#  UPC# DIA. LENGTH DIA. LENGTH
CR1 44759 5/64 1 1/8 1 CR21 44763 1/4 1 1/4 11/4
CR4 44760 1/8 3/4 1/8 1 CR22 44764 /4 11/2 /4 11/4
CR6 44761 1/8 1 1/8 1 CR13 44765 3/16 3/4 1/8 1
CR6 44762 1/8 11/2 1/8 1

Threaded Mandrel - Cross & Square Pad*

UPC # SIZE FITS EYELET STYLE # SHANK DIA. LNG.
44756 1/4x2-1/2 PA-3-48 PM-348-2 /4 3
441751 1/4x3 PA-8-32 PM-832 /4 3
44758 1/4 x4 PA-1/4-20 PM-1420-4 1/4 3

“Sold in polybags of 1 each.

Samples Available for Testing - Contact CGW for_' Details



