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WING NUTS 
Cold Forged 

• Standard materials: steel & stainless steel.  

• Steel nylon lock nuts are typically zinc plated; other plating options available by request. 

• Recommended to be used with screws and bolts made of similar materials. 

Threads 

Per 

Inch 

Wing Wing Wing Between  Boss  Boss Size & 

 Thread  

Diameter  Max Min Max Min Max Min Max Min Max Min Max Min 

4 0.1120 40 & 48 0.72 0.59 0.41 0.28 0.11 0.07 0.21 0.17 0.33 0.29 0.14 0.10 

6 0.1380 32 & 40 0.72 0.59 0.41 0.28 0.11 0.07 0.21 0.17 0.33 0.29 0.14 0.10 

8 0.1640 32 & 36 0.91 0.78 0.47 0.34 0.14 0.10 0.27 0.22 0.43 0.39 0.18 0.14 

10 0.1900 24 & 32 0.91 0.78 0.47 0.34 0.14 0.10 0.27 0.22 0.43 0.39 0.18 0.14 

12 0.2160 24 & 28 1.10 0.97 0.57 0.43 0.18 0.14 0.33 0.26 0.50 0.45 0.22 0.17 

1/4 0.2500 20 & 28 1.10 0.97 0.57 0.43 0.18 0.14 0.33 0.26 0.50 0.45 0.22 0.17 

5/16 0.3125 18 & 24 1.25 1.12 0.66 0.53 0.21 0.17 0.39 0.32 0.58 0.51 0.25 0.20 

3/8 0.3750 16 & 24 1.44 1.31 0.79 0.65 0.24 0.20 0.48 0.42 0.70 0.64 0.30 0.26 

7/16 0.4375 14 & 20 1.94 1.81 1.00 0.87 0.33 0.26 0.65 0.54 0.93 0.86 0.39 0.35 

1/2 0.5000 13 & 20 1.94 1.81 1.00 0.87 0.33 0.26 0.65 0.54 0.93 0.86 0.39 0.35 

5/8 0.6250 11 & 18 2.76 2.62 1.44 1.31 0.40 0.34 0.90 0.80 1.19 1.13 0.55 0.51 

3/4 0.7500 10 & 16 2.76 2.62 1.44 1.31 0.40 0.34 0.90 0.80 1.19 1.13 0.55 0.51 


